
cabled scanners

HIGHlIGHTs
 

High speed scanning
Data editing program

LED aiming
Plug & play

1.5 m drop proof

OPI-3601-Hd
2D CMOS Imager



OPErating inDicatOrs
VisuaL: 1 LED / large LED (red/green/orange) nOn-VisuaL: Buzzer
OPErating kEys 
Entry OPtiOns: 1 scan key
cOmmunicatiOn 
rs232: DB9 PtF connector with external power supply kEyBOarD WEDgE: 
miniDin6 F/m connector usB: Ver. 1.1, HiD/VcP, usB-a connector
POWEr 
VOLtagE rEquirEmEnt: 6V +/- 5% (keyboard Wedge), 6V (min. 4.5, max. 
6.5V) (rs232) currEnt cOnsumPtiOn: max. 350 ma (max typical use), 
20ma (standby)
2D imagEr OPtics
LigHt sOurcE: green aiming LED, red illumination LEDs scan mEtHOD: 
cmOs area sensor, 752 x 480 pixels, gray scale scan ratE: 60 fps 
FOcaL DistancE: 70 mm triggEr mODE: manual, multiple read, auto-
trigger, stand detection imagE FOrmat: Windows Bitmap, JPEg, tiFF 
graDuLatiOn: 256, 16, 2 imagE OutPut mODE: 4 resolutions (full, 1/2, 
1/3, 1/4), 2 ranges (horizontal, vertical) rEaDing PitcH angLE: -50 to 0˚,  
0 to +50˚ rEaDing skEW angLE: -50 to 0˚, 0 to +50˚ rEaDing tiLt 
angLE: 360˚ curVaturE: r>20 mm (12-digit uPc, 0.33 mm) min. 
rEsOLutiOn cODE39 at Pcs 0.9: 0.076 mm / 3 mil, min. resolution qr 
code and Data matrix at Pcs 0.9: 0.127 mm / 5 mil min. Pcs VaLuE: 0.3 
FiELD OF ViEW: Horizontal 40˚, Vertical 23˚ DEPtH OF FiELD: at code 39, 
65 - 70 mm / 2.56 - 2.76 in (0.076 mm / 3 mil), 60 - 90 mm / 2.36 - 3.54 in 
(0.127 mm / 5 mil), 55 - 120 mm / 2.17 - 4.72 in (0.254 mm / 10 mil) DEPtH 
OF FiELD: at PDF417, 60 - 85 mm / 2.36 - 3.35 in (0.127 mm / 5 mil), 60 - 
120 mm / 2.36 - 4.72 in (0.254 mm / 10 mil) DEPtH OF FiELD: at qr code, 
65 - 85 mm / 2.56 - 3.35 in (0.169 mm / 6.7 mil), 40 - 120 mm / 1.57 - 4.72 in 
(0.381 mm / 15 mil)
suPPOrtED symBOLOgiEs
BarcODE (1D): Jan/uPc/Ean incl. add on, codabar/nW-7, code 11, code 
39, code 93, code 128, gs1-128 (Ean-128), gs1 DataBar (rss), iata, 
industrial 2of5, interleaved 2of5, isBn-issn-ismn, matrix 2of5, msi/Plessey, 
s-code, telepen, tri-Optic, uk/Plessey POstaL cODE: chinese Post, 
intelligent mail Barcode, korean Postal authority code, POstnEt 2D cODE: 
aztec code, aztec runes, chinese sensible code, codablock F, composite 
codes, Data matrix (Ecc200/Ec0-140), maxi code (mode 2~5), microPDF417, 
micro qr code, PDF417, qr code

DuraBiLity
tEmPEraturE in OPEratiOn: -5 to 50˚c / 23 to 122˚F tEmPEraturE 
in stOragE: -20 to 60˚c / -4 to 140˚F HumiDity in OPEratiOn: 5 - 85% 
(non-condensing) HumiDity in stOragE: 5 - 85% (non-condensing) 
amBiEnt LigHt immunity: Fluorescent 10,000 lx max, Direct sun 
100,000 lx max, incandescent 10,000 lx max DrOP tEst: 1.5 m / 5 ft drop 
onto concrete surface ViBratiOn tEst: 10 - 100 Hz with 2g for 1 hour 
PrOtEctiOn ratE: iP 42
PHysicaL 
DimEnsiOns (W x H x D): 56 x 137 x 112 mm / 2.20 x 5.39 x 4.41 in WEigHt 
BODy: ca. 80 g / 2.8 oz (excl. cable) casE: aBs, black or white
rEguLatOry & saFEty
PrODuct cOmPLiancE: cE, Fcc, Vcci, roHs, iEc 62471-1, iEc 60825-1 
class 1, iEc 60950-1
EncLOsED itEms
Power supply 90-265V/0.5a, 6V/2a (for rs232 and keyboard Wedge), stand 
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